M AT R I X Maximum heat output Emissions Optimum efficiency | patix with soapstone panels
75,000 BTU/h 1.54 g/h 77% and steel panel top.

0B02032 The Matrix wood stove's clean and modern lines is sure to bring a European touch to any room. Inspired by

the renowned finnish fireplaces, the stove has optional soapstone panel top. These canadian mined
BEYOND soapstones are also available as side panels kit that brings elegance to another level. Logs can be conveniently
placed underneath the large firebox, making the Matrix not only stylish, but practical.
CONTEMPORARY
REQUIRED ACCESSORIES RECOMMENDED HEATING AREA: 500-2,100 sq. ft.*
> Soapstone or black painted panelskit ~FIREBOX VOLUME: 2.4 cu. fi.
> Soapstone or steel panel top OVERALL DIMENSIONS (PEDESTAL): 367/8"Hx27"Wx25"D

OPTIONS MAXIMUM LOG LENGTH: 20"

> 5"@ air intake termination with clamps
> Rigid fire screen

> 5"@ fresh air intake register with
airtight damper
> 5"@ x 4" insulated flex pipe for fresh Soapstone or steel panel top Soapstone panel Black painted panel

air intake kit

EPA

Approved
plopie)

Montreal
[ o, | APPROVED

<2.5g/h

*See the complete technical data on pages 17 and 18. **See note 2 on page 17.



